
2

4

3

1

6

7

5

8

Wi-Fi from AirPort to 
iPad. 1

Ethernet from 
AirPort to iMac. 2

Ethernet from 
AirPort to Apple TV. 3

HDMI from Apple TV  
to Kanex ATV Pro. 4

VGA from Kanex ATV 
Pro to Projector. 5

Analog Audio from Kanex 
ATV Pro to Stereo.6

VGA from iMac to 
Projector.7

Analog Audio from 
iMac to Stereo.8

General Setup
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Wi-Fi from AirPort to 
iPad.1

Ethernet from 
AirPort to Apple TV. 2

HDMI from Apple TV  
to Kanex ATV Pro. 3

VGA from Kanex ATV 
Pro to Projector. 4

Analog Audio from Kanex 
ATV Pro to Stereo.5

Video and audio travel from the iPad 
through AirPlay to the Apple TV and from 
the Apple TV to the projector and stereo. 

AirPlay starts at the iPad and travels 
through Wi-Fi (1) to the Airport, then 
Ethernet (2) from the Airport to the Apple 
TV.

The Apple TV sends video and audio 
through a HDMI (3) cable to the Kanex 
ATV Pro. From there, the video travels 
through a VGA (4) cable to the projector 
and the audio travels through an Analog 
Audio (5) cable to the stereo.

INFO

AirPlay connection between 
iPad and Apple TV.

iPad AirPlay
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Ethernet from 
AirPort to iMac. 1

Ethernet from 
AirPort to Apple TV. 2

HDMI from Apple TV  
to Kanex ATV Pro. 3

VGA from Kanex ATV 
Pro to Projector. 4

Analog Audio from Kanex 
ATV Pro to Stereo.5

AirPlay connection between 
iMac and Apple TV.

iMac AirPlay (10.8)

Video and audio travel from the iMac 
through AirPlay to the Apple TV and from 
the Apple TV to the projector and stereo. 

AirPlay starts at the iMac and travels 
through Ethernet (1) to the Airport, then 
Ethernet (2) from the Airport to the Apple 
TV.

The Apple TV sends video and audio 
through a HDMI (3) cable to the Kanex 
ATV Pro. From there, the video travels 
through a VGA (4) cable to the projector 
and the audio travels through an Analog 
Audio (5) cable to the stereo.

INFO
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Ethernet from 
AirPort to iMac. 1

Ethernet from 
AirPort to Apple TV. 2

HDMI from Apple TV  
to Kanex ATV Pro. 3

VGA from Kanex ATV 
Pro to Projector. 4

Analog Audio from Kanex 
ATV Pro to Stereo.5

AirPlay (AirParrot) connection 
between iMac and Apple TV.

iMac AirPlay (10.6-10.7 & Windows)

Video and audio travel from the iMac 
through AirPlay (AirParrot) to the Apple 
TV and from the Apple TV to the projector 
and stereo. 

AirPlay (AirParrot) starts at the iMac and 
travels through Ethernet (1) to the Airport, 
then Ethernet (2) from the Airport to the 
Apple TV.

The Apple TV sends video and audio 
through a HDMI (3) cable to the Kanex 
ATV Pro. From there, the video travels 
through a VGA (4) cable to the projector 
and the audio travels through an Analog 
Audio (5) cable to the stereo.

INFO
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VGA from iMac to 
Projector.1

Analog Audio from 
iMac to Stereo.2

Video travels from the iMac through the 
VGA (1) cable to the projector. Audio 
travels from the iMac through the Analog 
Audio (2) cable to the stereo.

INFO

iMac VGA
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Wi-Fi from AirPort to 
iPad. 1

Ethernet from 
AirPort to iMac. 2

VGA from iMac to 
Projector.3

Analog Audio from 
iMac to Stereo.4

ARD connection 
between iPad and iMac.

Video from the iMac travels through the 
ARD connection to the iPad and control 
signals from the iPad travel through the 
ARD connection to the iMac.

The ARD connection starts at the iPad and 
travels through Wi-Fi (1) to the Airport, 
then Ethernet (2) from the Airport to the 
iMac.

Video travels from the iMac through the 
VGA (3) cable to the projector. Audio 
travels from the iMac through the Analog 
Audio (4) cable to the stereo.

INFO

iPad Control iMac
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Wi-Fi from AirPort to 
iPad. 1

Ethernet from 
AirPort to iMac. 2

AirPlay (Reflection) 
connection between 
iPad and iMac.

VGA from iMac to 
Projector.3

Analog Audio from 
iMac to Stereo.4

Airplay through iMac (Reflection)

iMac creates an AirPlay network with the 
app Reflection.

Video and audio travel from the iPad 
through AirPlay to the iMac and from the 
iMac to the projector and stereo. 

AirPlay starts at the iPad and travels 
through Wi-Fi (1) to the Airport, then 
Ethernet (2) from the Airport to the iMac.

Video travels from the iMac through the 
VGA (3) cable to the projector. Audio 
travels from the iMac through the Analog 
Audio (4) cable to the stereo.

INFO
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Wi-Fi from AirPort to 
iPad. 1

Ethernet from 
AirPort to Airport. 2

Ethernet from 
AirPort to Apple TV. 3

HDMI from Apple TV  
to Kanex ATV Pro. 4

VGA from Kanex ATV 
Pro to Projector. 5

Analog Audio from Kanex 
ATV Pro to Stereo.6

Dual Airport

Video and audio travel from the iPad 
through AirPlay to the Apple TV and from 
the Apple TV to the projector and stereo.

Airport 1 must be providing DHCP and 
airport 2 must be in bridge mode.

AirPlay starts at the iPad and travels 
through Wi-Fi (1) to the Airport, then 
Ethernet (2) from the Airport to the Apple 
TV.

The Apple TV sends video and audio 
through a HDMI (3) cable to the Kanex 
ATV Pro. From there, the video travels 
through a VGA (4) cable to the projector 
and the audio travels through an Analog 
Audio (5) cable to the stereo.

INFO
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